Classification of radio equipment – Commission Decision 2000/299/EC (6.4.2000) 
 „low data rate Land Mobile Earth Stations(LMES)“


Sub-class 16

	Parameter
	Description
	Comments

	Frequency band
	1 525.0 MHz - 1 544.0 MHz
1 555.0 MHz - 1 559.0 MHz

1 626.5 MHz - 1 645.5 MHz

1 656.5 MHz - 1 660.5 MHz
	receive 1 (space-to-Earth);

receive 2 (space-to-Earth);

transmit 1 (Earth-to-space);

transmit 2 (Earth-to-space);

	Radio service according ITU Radio Regulation
	Land Mobile-Satellite Service
	

	Application
	Low data rate LMES applications
	

	Channel Spacing
	to be defined by the satellite operator
	

	RF – Power
	to be defined by the satellite operator
	

	Emission density
	to be defined by the satellite operator
	

	Transmit / Receive spacing
(Duplex direction)
	to be defined by the satellite operator
	

	Type(s) of modulation
	to be defined by the satellite operator
	

	Transmission capacity
	to be defined by the satellite operator
	

	Harmonised Standard representing the state of art
	EN 301 426
	

	Equipment class according to Commission Decision 2000/299/EC
	Class 1
	


